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SUMMARY

2437

A study utilizing the results of a patched conic approximation was con-
ducted to determine the possible landing sites and associated stay times on the
lunar surface that are compatible with the lunar-orbit-rendezvous technique,
that is, descent from and return to a vehicle orbiting the moon. Particular
emphasis is placed on landing sites that allow a return to the established
Junar orbit at all times during the exploration period. Three different
landing and take-off maneuvers are considered as well as the effect of varia-
tions of the energy and inclination of the earth-to-moon transfer trajectory.
Consideration is given to maneuvers that permit the most flexibility in selec-
tion of landing sites as well as maneuvers that allow the longest stay time on
the lunar surface for a given total plane-change capability.

The results of this study indicate that the landing sites and assoclated
stay times are strongly dependent on the inclination of the established lunar
orbit as well as the specific landing and take-off maneuvers that are employed.
If the inclination of the established lunar orbit is constrained to equal the
sum of the landing-site latitude ¢ and the plane-change capability &, much
versatility exists in the selection of possible landing sites on the lunar sur-
face and in the corresponding stay times. Employment of a plane-change cap-
ability during the take-off maneuver allows extended exploration periods and
provides an inherent safety factor for the mission. For this case, the landing
vehicle can return to the established lunar orbit at any time during the explo-
ration period.

; T
AUTHEOR
INTRODUCTION

Current plans for manned lunar exploration are based on utilization of the
lunar-orbit-rendezvous (LOR) technique. This technique requires the establish-
ment of a close lunar satellite orbit prior to the initiation of the lunar
landing operation. The landing, take-off, and rendezvous maneuvers are per-
formed by a small spacecraft which is detached from a larger orbiting vehicle.
This small spacecraft is referred to as a lunar lander or a lunar exploration
module. The larger vehicle which remains in the established lunar orbit is
called the command module.




Since the earth-moon transfer trajectory for the early Apollo missions,
will probably be a circumlunar fail-safe type of a trajectory, the lunar satel-
lite orbit will of necessity have a low inclination to the lunar equatorial
plane and therefore the lunar exploration module will land in the low-latitude
regions of the lunar surface. (See ref. l1.) Later missions, however, will
probably not be subject to this constraint, but will be designed to explore
specific regions elsewhere on the lunar surface. Therefore, it is of interest
to determine the lunar landing sites which are accessible within the constraints
of the lunar-orbit-rendezvous technique. In addition, it is desirable to
ascertain how long the exploration module can stay on the lunar surface at any
desired landing site. Some of the factors that affect the stay time are loca-
tion of the landing site with respect to the lunar orbit and plane-change
capability which is a direct function of the onboard fuel limitationms.

The relationship between the injection conditions for the earth-moon
transfer trajectory and the geometrical characteristics of lunar orbits that
can be established from a given transfer trajectory is discussed in reference 2.
Reference 3 gives the results of a preliminary analysis of the possible lunar
landing sites and their assoclated stay times on the lunar surface.

The purpose of this report is to present the results of a more comprehen-
sive analysis of the anar landing site and stay-time problem based on the
lunar-orbit-rendezvous technique. The results of a patched-conic technique is
utilized to relate the characteristics of the earth-moon transfer trajectory
to the characteristics of the lunar orbits that are established. Consideration
is given to three different landing and take-off procedures, various plane-
change capabilities, and the effect of inclination of the earth-moon transfer
trajectory on the lunar landing sites and their associated stay times.

SYMBOLS

i inclination of lunar orbit plane to lunar equator (positive as shown
in fig. 1), deg

1pin minimum inclination orbit that can be established, ipin = 7, deg

io inclination of earth-moon transfer trajectory plane to earth-moon
plane, deg

k arc of spherical triangle (see sketch (4))

(%L> ratio of inJjection velocity to parabolic velocity at earth-injection

PJo altitude

Tg time required to go from lunar sphere of influence to lunar-orblt
altitude, days

AT specified stay time, days




spherical angle {see sketch (4))
magnitude of plane-change capsbility, that is, offset, deg

initial or landing offset, deg

final or take-off offset, deg

total offset, deg

arc of spherical triangle, deg (see sketch (2))
latitude of entry point on sphere of influence

longitude of node of lunar orbit plane when vehicle is at moon's
sphere of influence, measured from earth-moon line, deg

longitude of node of lunar orbit plane when vehicle is at orbit-
establishment altitude, measured from earth-moon line, deg

longitude of westernmost lunar landing site, deg (point A, fig. 3)
longitude of point B (fig. 3), deg
landing-site longitude for a given stay time on lunar surface, deg

longitude of inplane landing sites associated with an unlimited
stay time, deg

moon's angular rate (13.2° per day)

parallel of latitude on lunar surface measured positive from lunar
equator north, deg

maximim latitude of landing site for an unlimited stay time on
Junar surface, deg

inplane landing-site latitude, 1 - 5, deg (point A, sketch (1))

inplane landing-site latitude, i - 2, deg (point B, sketch (1))
inplane landing-site latitude, 1 - E, deg (point C, sketch (1))

inplane landing-site latitude, 1, deg (point D, sketch (1))

inplane landing-site latitude, 1 - &, deg (point E, sketch (1))




P’ inplane landing-site latitude, 1 - %, deg (point F, sketch (1)) |,

Pz’ inplane landing-site latitude, 1 - %3 deg (point G, sketch (1))
o arc of spherical triangle (see sketch (2))

T stay time or exploration period on lunar surface, days

6 angle between points A and B, projected on lunar supface, deg
01 arc of spherical triangle, deg (see sketch (3))

6o arc of spherical triangle, deg (see sketch (3))

13 longitude of entry point on lunar sphere of influence, deg

PRELIMINARY CONSIDERATIONS

It is assumed that the lunar equator and the earth-moon plane are coinci-
dent (they actually differ by approximately 6.7°) and the moon is in a circular
orbit about the earth at its mean distance (384,560 km). It is also assumed
that the landing maneuver is initiated immediately after the lunar orbit is
established, and the effect of lumar oblateness, which causes a slight regres-
sion of the lunar orbit node line, is negligible.

Lunar-0Orbit Characteristics

The orbit inclination 1 and nodal position § are the orbit character-
istics that define the spatial orientation of an established lunar orbit as
illustrated in figure 1. In view of the prohibitive expense involved in making
large orbital plane changes, it is expected that the exploration module will
land nearly in the orbital plane of the command vehicle. With this considera-
tion in mind, the landing sites which can be achieved form a band on the sur-
face of the moon directly beneath the lunar orbit, also illustrated in figure 1.
The width of this band is determined by the amount of onboard fuel available
for making small orbital plane changes during the landing maneuver. It can be
seen that the location of the possible landing sites are strongly dependent on
the geometric characteristics (inclination 1 and ascending node ) of the
lunar orbits that are established from a typical earth-moon transfer trajectory.

Reference 2, which is based on a "patched conic" approximation, has shown
that the orbital planes of lunar orbits that can be established from a given
earth-moon transit trajectory have approximately a common point of intersec-
tion. Thls common point on the lunar sphere of influence defines a point with
longitude ¢ and latitude 17 which is often called the "normal entry" point.
It is shown in reference 1 that the coordinates of the so-called normal entry




point are related to the injection conditions of the transfer trajectory by a
sety of algebraic equations. Figure 2 presents typical values of § and q
for a range of injection velotity ratios (V/Vp)o and transfer trajectory

inclinations ig. It should be noted that the flight time from the earth to
the moon is excessively long for the lower velocity ratios and payload consider-
ations usually limit the higher velocities. Hence, for manned flight, only the
middle region of figure 2 is practiecal; thus, the entry point is restricted to
a relatively small region on the sphere of influence.

The entry-point concept provides a relationship between the longitude ¢
and latitude 17 of the entry point, the lunar orbit inclination 1, and the
orbit nodal position Q at the sphere of influence, which 1s derived in ref-
erence 2 as

Q =t +sint %Eﬁ-g (129) (1)

Since & and 1 are fixed for a given transfer trajectory, it is clear
that £ and 1 are not independent parameters, and once one is selected, the
other is defined. It should be noted that equation (1) defines a minimum
inclination orbit (i = 1) that can be established for a given entry point, and
that it 1s possible to establish a lunar orbit that will pass over any point
on the lunar surface by the proper selection of the orbit inclination i or
orbit nodal position Q.

Lunar Landing and Take-0ff Procedures

There are a number of possible procedures for effecting the lunar landing
and take-off phases of the mission. Conslideration has been given to three
basic landing and take-off procedures which are as follows: (1) inplane
landing and take-off, (2) inplane landing and offset capability during take-
off, and (3) offset capability during landing and take-off.

The offset capability is defined as a plane-change capability of magni-
tude B. The magnitude of the offset © 1is usually restricted by propulsion -
considerations, that is, the amount of onboard fuel available for making plane
changes during the lunar landing and take-off operations. The use of an offset
capability and some of the fuel requirements for earth rendezvous maneuvers
have been demonstrated in reference 4. ILandings at any point on the lunar sur-
face are possible, without regard to the specific landing maneuver employed,
through the establishment of lunar orbits that pass over the deslred landing
sites. However, the exploration time allowed on the lunar surface is dependent
on both the landing and take-off maneuvers that are employed. The geometry of
the lunar landing and take-off procedures is shown in figure 3. For the case
of inplane landing and take-off, the descent from the lunar orbit is made at
point C with the return to orbit at point D. For the inplane landing and off-
set capability take-off, the descent from orbit is made at point C and the
return to orbit is initiated at point A'. For the case of offset capablility
during both landing and take-off, the descent to the lunar surface 1s made at
point A and the return to orbit is again initiated at point A'. Since the




lunar orbit is fixed in space and the moon rotates at an angular rate of
approximately 13.2° per day, there exists a relative motion between a given
point on the lunar surface and points on the established lunar orbit. This
relative motion, coupled with the type of landing and take-off operation
employed, defines the length of the exploration period on the lunar surface.
The three landing and take-off maneuvers mentioned sbove are discussed more
fully in the following paragraphs.

Inplane landing and take-off.- The inplane landing and take-off maneuver
(84 = 09 df = 00) is conceptually the simplest method for performing the lunar

landing and take-off operations. The primary requirement on the lunar orbit
for the inplane maneuver is that the orbit ground track must pass over the
desired landing site so that the inplane landing maneuver can be accomplished.

The main advantage of the inplane method is that the total impulse
required to perform this operation is a minimum as compared with the other
landing and take-off maneuvers. However, this method imposes restrictions on
the lunar landing sites as well as their assoclated stay times. That is, if
the latitude of the landing site 1s specified, then the longitude of the landing
site is restricted to the point at which the orbit ground track crosses the
selected lunar latitude (point C or D, fig. 3). Also restrictions are imposed
on the mission design in that once a landing site is specified, the inclination
is restricted so that the orbit ground track intersects the selected landing
site. Once the exploration module has landed on the lunar surface, two return
possibilities exist. The first possibility is an immediate return to the lunar
orbit; thus no finite exploration period is allowed. The succeeding possibil-
ities give finite periods during which the lunar surface can be explored. These
exploration periods are determined by the time elapsed between successive
crossings of the landing-site latitude and the ground track of the established
lunar orbit. For the inplane operation, a return to the established lunar
orbit cannot be made unless the landing~-site location intersects the lunar
orbit plane (point D or C, fig. 3). Therefore, the exploration periods asso-
ciated with inplane landing and take-off maneuvers are really mandatory wait
periods during which an inplane return to the lunar orbit cannot be
accomplished.

The advantage of minimum total impulse for the inplane landing and take-~
off operation is overshadowed by the constraints that are imposed on the selec-
tion of lunar landing sites and the mandatory wait periods before returning to
the established lunar orbit. These counstraints can be relaxed and in some
cases removed entirely if consideration is given to allowing the capability of
small plane changes during the take-off phase of the lunar operation.

Inplane landing and offset capability during take-off.-~ The constraint
requiring a take-off from the lunar surface at the precise time that the lunar
orbit track and the lunar landing site intersect can be removed by considering
a small offset (& = 3), corresponding to a plane-change capability, on the

return-to-orbit phase of the lunar mission. This offset represents a practical
approach to the return maneuver in that it provides a take-off safety margin or
lunar launch window. The offset or plane-change capability is obtained from an
onboard fuel allotment in the exploration module. The geometry of this
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lapding and take-off operation is also presented in figure 3. The landing
maneuver is an inplane descent terminating at point C on the lunar surface.
The apparent motion between the landing site and the established lunar orbit
causes the exploration module to move to the right along the parallel of lati-
tude of the landing site at a rate of 13.2° per day. With an offset capabil-
ity of ® during the lunar take-off phase, the exploration module can return
"to the established lunar orbit anytime that the landing site is not more than
5 out of the lunar orbit plane. If the exploration module lands at point C
(fig. 3), there are two regions in which it can return to the lunar orbit
within the offset capability . These regions are along the landing-site
latitude from points C to E and from points F to B as illustrated in figure 3.
It should also be noted that the exploration module can land anywhere in the
orbit plane and stay for at least a few hours. This stay time is associated
with the time that it takes for the landing site to move & out of the orbit
plane. That is, if the landing were made at point D (fig. 3), the vehicle
would have to return to the lunar orbit at point B, which is B out of the
orbit plane; thus, a relatively short stay time on the lunar surface as com-
pared with an inplane landing at point C would be allowed. For the lunar orbits
that have inclinations equal to the sum of latitude and offset capability

(i = ¢ + 8), the exploration module has the capability of returning to the
established lunar orbit anytime during the exploration period (from C to B) as
shown in figure 3. This maneuver allows a longer stay time on the lunar sur-
face than maneuvers employing an arbitrary orbit inclination. This condition
exists because any point on the latitude ¢ within the region from C to B is
never more than © <from the lunar orbit.

Although a larger total impulse is required for this method than that pre-
viously discussed, the landing site remains limited to the point at which the
orbit track crosses the selected lunar landing latitude. The restrictions on
the landing site can be eased by considering a small offset capability during
the lunar landing maneuver.

Offset capability during landing and take-off.- An initial offset or
plane-change capability during the landing maneuver removes the fixed-landing-
site restrictions by allowing the exploration module to land in a region on
either side of the orbit ground track as shown in figure 1. For illustrative
purposes, consider the initial and final offsets to be equal (51 = 8¢ = d) and

an arbitrary inclination of the established lunar orbit. It can be seen in
figure 3 that the exploration vehicle can land anywhere within the regions
between A and E or F and B and can return to the established lunar orbit any-
time that the explorstion module is in these regions. If the inclination and
latitude of the established lunar orbit are constrained as before by the rela-
tion i =@ + 5, while the exploration module is between points A and B

(fig. 3), it will never be more than & out of the orbit plane and the capa-
bility of returning to the established lunar orbit will exist at all times
during this exploration period. The maximum range of lunar landing sites and
stay times for this maneuver is obtained by utilizing the full plane-change
capability during both the landing and tske-off phases, that is, by landing B
out of the orbit plane (point A, fig. 3) and taking off when the vehicle is
again & out of the orbit plane (point B, fig. 3). The ability to land at any
point between A and B (fig. 3) can be realized at the possible expense of




decreasing the stay time. This condition is possible because at no point
between A and B is the landing-site latitude more than & out of the estab-f
lished lunar orbit plane.

ANALYSIS AND DISCUSSION

The accessible lunar landing sites and their associated exploration
periods are strongly dependent on the latitude of the landing site as well as
on the offset capabilities allowed during the landing and take-off phases of
the mission. It has been shown that landings can be made at asny point on the
lunar surface by simply establishing an orbit that passes over the desired
landing site. If small out~of-plane maneuvers are allowed during the landing
and take-off phases, the landing vehicle can explore the lunar surface for
periods of up to a few hours. However, this paper is primarily concerned with
landing sites at which a vehicle can land, stay on the lunar surface for
periods from 1 day to 2 weeks or more, and have the capability of returning to
the established orbit at any time during the exploration period.

The landing sites and stay times for each of the three landing and take-
off maneuvers discussed in the previous section have been determined. The data
obtained for the examples given in this paper are for a median energy-transfer
trajectory (%L> = 0.994 and for transfer trajectory inclinations of 0° and

P/o

309, (See fig. 2.)

Equations for Analysis

The various landing and take-off procedures are considered by assuming
values of the initial and final offset capabilities that correspond to the
specific landing and take-off maneuvers desired. The general equations for
determining the lunar landing sites and their corresponding stay times are
derived in the appendix. The longitude of the landing sites and take-off
points for a specified orbit inclination 1 and lunar latitude ¢ 1is given by

N3 = Qp - 03 (2)
and

N = Oy - 180° + 65 (3)

respectively. The exploration time, in days, is given by

i i - sin & sin @ cos 1 - sin &
o 1 ° _1 sin @ cos 1 - sin B, 1 f>
T =%=——(180° - sin - sin
@ l§.2< cos @ sin 1 cos @ sin i

(k)




¢ A relation between the geometric characteristics 0,1 of the lunar orbit
and the entry points £,7n on the sphere of influence is given by equation (1).
The corresponding relationship between the transfer trajectory and the landing
sites on the lunar surface can be seen by considering figure 2. Once the
energy and inclination of the transfer trajectory are specified, a unique value
for the entry point is defined. It is through this entry point that the planes
of all the lunar orbits that are established from a given transfer trajectory
must pass. Hence, if the orbit inclination is specified, the nodal position is
defined and the landing sites can be obtained from equation (2).

Inplane Landing and Take-Off Maneuver

The inplane landing and take-off maneuver is the most restricted case
because both the landing and take-off maneuvers are performed in the orbital
plane, that is, the initial and final offsets 8j,dpy are both zero. The equa-

tions for ©6; and 6o (derived in the appendix) are reduced to comply with
0° and &f = 0° thus,

the inplane maneuvers by setting B85

-1 tan @
87 = 65 = sin p<i
1 2=° tan i (9= 1) (5)

The stay time on the lunar surface, which is defined by

0 1
=2 -2 (1800 - ¢, - )
TT3.2 71 .2( 1 - %2
becomes e
= __1_(1800 - 2 sin~1 ’M) (6)
13.2 tan i

Equations (2) and (3) for the longitude of the landing and take-off points
remain unchanged. However, the appropriate values of 07 and 8p (eq. (5))

must be used. The stay time, which is given by equation (6), is really a
period of mandatory wait time on the lunar surface. This wait period is the
time elapsed from the lunar landing until the lunar orbit plane again inter-
sects the landing-site location and the inplane take-off can be initiated.
Because of the fixed and mandatory stay times imposed by this maneuver, it is
not considered desirable for manned landing and is not discussed further.

Inplane Landing With Offset Capability During Take-Off

Although the landing maneuver is restricted to the plane of the lunar
orbit, provisions for a plane-change capability during the take-off maneuver
gives considerable flexibility in the choice of landing sites on the lunar sur-
face. The geometry of this maneuver is shown in sketch (1).




Westernmost
landing sites

o o

Easternmost
landing site

Lunar equator
(Earth-moon plane)

Sketch (1).- Possible landing sites for an inplane landing
and offset capability during take-off.

As discussed in the previous section, landings can be made anywhere in the
lunar orbit ground track. However, with an offset capability during take-off,
the criterion is that the vehicle land at a point on the surface such that it
has a return-to-orbit capablility at all times during the exploration period.
That 1s, for an offset of &, the landing site cannot be more than & out of
the orbit plane before a return to orbit must be initiated.

Sketch (1) shows the range of landing-site latitudes and stay times that
are possible, for a given orbit inclination, within the return-to-orbit restric-
tions. Point D (sketch (1)) is the maximum landing-site latitude, whereas
points A and G show the lowest landing-site latitudes that can be attained for
a given orbit inclination. However, the stay time assocliated with landings at
point D and the other eastern landing sites (E, F, and G) are relatively short
as compared with the stay times for the western landing sites (A, B, and C).
This difference occurs because the eastern landing sites are associated only
with the time required for the landing site to move & out of the orbit plane.
The stay times for the western landing sites are associated with the time
required for the landing sites to move from their landing longitudes A, B,
and C past their respective eastern landing longitudes E, F, and G until the
vehicle is 8 out of the established orbit plane. This type of maneuver allows
the vehicle on the landing-site latitude to move out of the established orbit
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plane not more than & (point D) back into the orbit plane, and then out of
the orblt plane again. At the time the landing site moves ® out of the orbit
plane, the return to orbit must be initlated because at this point the angle
between the landing site and orbit plane is increasing and any further motion
would not allow a return to orbit within the offset capabilities. The relation

that gives the latitude range of possible western landing sites for a given
orbit inclination is

(1-8)ss8s1 (7)

The longitude of these respective landing sites is obtained from equation (2).
The westernmost landing site, which allows the longest stay time, is given when
@ =1 - 8. Increasing the magnitude of the offset & allows a greater range
of landing sites as well as longer exploration periods for a given orbit
inclination.

Figure 4 i1llustrates the landing sites and maximum stay times that are
associated with inplane landing maneuvers and take-off offset capabilities of
2.50, 5.0°, and 10.0°, respectively. Figures 4(a), 4(b), and 4(c) are for a
transfer trajectory inclination of 0° and figures 4(d), 4(e), and 4(f) are for
a transfer trajectory inclination of 30°. Four representative landing-site
latitudes (ml, Po, Q3’ and mh) are selected for a given lunar orbit incli-

nation with latitude-inclination relations of @) =1 -8, @p =1 - %@
Pz =1 - §, and @, = i. For a given orbit inclination with the inplane landing
3 I L

maneuver, it is possible to land along the @; curve, or in the region to the
right of the @, curve, and have a return-to-orbit capability at any time
during the exploration period. The corresponding stay time, in days, is given
by the numbered curves in figure 4. The ¢ line in figure 4 shows landing

sites that are associated with the maximum lstitude at which a vehicle can land
with a given orbit inclination. In figures 4(a), 4(b), and 4(c), the g

curve appears as a great circle at a longitude of approximately -450, This
meridian is a result of the entry point being in the earth-moon plane (that is,
for 15 =0, 7 = 0). Therefore, the orbit nodal position does not vary with
inclination, and the longitude of the ¢, landing sites, which are 90° from

the nodal longitude, is fixed for any inclination lunar orbit. The latitude-
inclination curves (wl, Py, and QB) to the west of the @, curve in figure 4

are associated with the longer stay times (points A, B, and C, sketéh (1)), and
the curves (Ql‘, o', and W}') to the east of the @) curve are for shorter

stay times at the same respective latitudes (points E, F, and G, sketch (1)).

The use of figure 4 is illustrated by the following examples teken from
figure 4(c) in which &¢ = & = 10°:

(1) If the inclination of an established lunar orbit is 30°, the maximum
latitude of landing 1s along @ (¢h = i) at a longitude of -45° and the vehi-

cle can stay at most 4 days. If the landing was made at @p, which is at a
latitude of 25© (m =1 - %) and longitude of -8.5°, the stay time would be

approximately 7.5 days. The lowest latitude at which the vehicle can land and
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have an extended exploration period is on the @ curve at 20° latitude
(P = i-93) and 6.0° longitude. The stay time for this landing site is at
least 9 days.

(2) If a particular landing site is selected first, the problem then is to
determine the orbit inclination required to achieve this landing site. For

example, suppose a landing site is selected on the Pz curve (@z = i- g), at

the intersection of the T7-day stay time curve (-17.5° longitude and 22° lati-
tude). The orbit inclination that is required to land at the selected point is

2k .50 <that is, 1 = Pz + %). Thus, it is clear that a wide selection of

landing sites and corresponding stay times is available by judiciously selecting
the orbit inclination and the landing-site latitude.

A comparison of figures k(a), 4(b), and 4(c) with figures 4(d), 4(e), and
4L(f), respectively, shows the effect of a variation in the inclination i, of

the transfer trajectory on the landing sites and thelr corresponding stay times.
Since the transfer trajectory is in the earth-moon plane (1o = 0) for fig-

ures 4(a), 4(v), and 4(c), the landing sites in the northern hemisphere cor-
responding to positive inclination orbits are symmetric with landing sites in
the southern hemisphere which correspond to negative inclination orbits. The
associated stay times are the same for both cases. The asymmetry of fig-
ures 4(d), 4(e), and 4(f) are a result of the tramsfer trajectory's inclina-
tion to the earth-moon plane (that is, 1ig = 300; 7 = 4.589). In general, it
can be seen that for a positive value of 1y, the landing sites move farther

westward in the northern hemisphere, whereas the landing sites move eastward
in the southern hemisphere. For negative inclinations 1o of the transfer

trajectory, the landing sites are reflected about the lunar equator.

Unlimited Stay Times for an Inplane Landing and Offset Take-Off

In general, there are three areas on the lunar surface where a vehicle can
land in the plane of the established lunar orbit, stay for an unlimited period
of time, and have a return-to-orbit capability at all times during the explora-
tion period. These areas encompass both lunar poles and the lunar equator.
Since this is a special case of the inplane landing and offset take-off maneu-
ver, only the unlimited stay times 1n the equatorial region are considered.

It is possible to land anywhere along the lunar-orbit ground track and
stay for an unlimited period of time with a return~to-orbit capability at any
time if the inclination of the established lunar orbit is less than or equal to
%. If the inclination of the established lunar orbit is between % and 9,
then unlimited stay times exist for landing sites along portions of the orbit
ground track. It i1s these landing sites that define the boundaries of the
unlimited stay-time regions for a given entry point latitude. The geometry of
this problem is presented in sketch (2) projected on the lunar surface.
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Lunar orbit

Latitude of
&~ unlimited
stay time

Lunar equator
(Earth-moon plane)

Sketch (2).~ Geometry of the unlimited stay-time regions for an
inplane landing and offset take-off maneuver.

The latitude at which a vehicle can land in the orbit plane and have an
unlimited stay time is

¥ =8-1 (n€1<5s) (8)

With the offset capability & specified, equation (8) gives the maximum lati-
tude at which a vehicle can land and stay indefinitely for various inclination
lunar orbits. Once the maximum latitude is determined, it is necessary to
determine the longitude of these unlimited stay-time landing sites. This
value 1s determined by solving the two spherical triangles shown in sketch (2)
for p and 7. From the four parts formula of reference 5, expressions are
obtained in terms of the orbit inclination, entry point, and landing-site
latitude.

-1 tan 7

= si <
p = sin Tan 1 (T] = i) (9)
and
_ «in-1 tan * <3
7 = sin ten i (ps1) (10)
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The longitude of the landing site for an unlimited stay time 1s

N =& +p -7 (11)

In order to generate these regions of unlimited stay time, it is necessary
to consider both positive and negative inclination lunar orbits for a given
entry point latitude. In addition, each orbit inclination has landing sites
associated with both northern (positive @*) and southern (negative o*) lati-
tudes. This problem requires solution of equations (9), (10), and (11) for
each landing-site latitude.

The unlimited stay-time regions illustrated in figure 5 are for a take-off
offset capability of 5°. The curves were generated by varying the inclination
of the lunar orbit between ipin and & where ipin 1s the minimum inclina-
tion orbit that can be established and is equal to the latitude of the entry

point 17 on the lunar sphere of influence. (See eq. (1).) The data for fig-
ure 5 were obtained by letting imin(n) vary from 0° to &. This procedure is

essentially a variation of the inclination of the earth-moon transfer trajec-
tory from i5 = 0° +to approximately 15 = 32.5° as can be seen in figure 2.

The unlimited stay-time regions are bounded by latitudes of i%. Clearly, if

an inplane landing was made at a latitude greater than g% then at some time

the landing site would be more than & out of the orbit plane, at which time
a return to orbit could not be initiated. As 1ipip increases from 0° to 3,

the unlimited stay-time region (fig. 5) reduces from a contimuous region that
encompasses the lunar equator to a pair of points on the equator at longitudes
+90° away from the entry points.

Offset Capabllity During Landing and Take-Off

A greater flexibility in the choice of landing sites is achieved if con-
sideration is given to utilizing an offset capability during both the landing
and the take-off maneuver. The offset capability during the landing maneuver
removes the restriction of landing in the orbital plane and provides a landing-
site region on either side of the orbit ground track. (See fig. 1.) The width
of the landing-site region depends on the magnitude of the landing offset and
the stay time is a function of the latitude of the landing site. With the
landing and take-off offsets both equal (that is, &i = &f = 8), and the

requirement that a return-to-orbit capability exist at all times during the
exploration period, the landing sites and their stay times are readily deter-
mined. These landing sites and their associated stay times are illustrated in
figure 6 for values of the offset & equal to 2.5° and 5.0°, and for transfer
trajectory inclinations of 0° and 30°, respectively. The border between the
stippled region and the unshaded region, in figure 6, defines the westermmost
landing sites that are possible for landings that are initiated very soon after
establishment of the lunar orbit. The stay times associated with these landing
sites are a maximum; hence they provide the longest exploration periods for a
given lunar latitude. The lunar-orbit inclination is varied from n to 90°
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agd the latitude for these maximum-stay-time landing sites is such that
(p=i-5.

If the magnitude and direction of the landing offset is properly varied,
the exploration vehicle will have the capability of landing at any longitude
between A3z and N, for the selected lunar latitude. Under these conditions,

the longitude of the landing sites is determined from the following expression:

)\5 = M + 13.2&‘ (12)

vhere AT 1is the specified stay time in days (not necessarily the maximum stay
time). The contour curves in figure 6 show these landing sites and their asso-
clated stay times on the lunar surface.

The hatched areas that encompass the lunar equator are the regions in
which the exploration vehicle can land anywhere, stay on the lunar surface for
an unlimited period of time, and never be more than & out of the established
Junar orbit plane. The width of these unlimited stay-time regions is dependent
on the inclination i of the established lunar orbit and is expressed as

o* = 5 - i) (n<1i<s) (13)

The width of these uniimited stay-time regions is a maximum when the orbit
inclination i is a minimum, that is, when i = n. Figures 6(a) and 6(b) are
for a transfer trajectory inclination of 0° (entry-point latitude 17 of 0°),
and figures 6(c) and 6(d) are for a transfer trajectory inclination of 30°
(entry-point latitude of 4.580). Therefore, the minimum orbit inclination
associated with figures 6(a) and 6(b) is 1ipip = 0° and with figures 6(c)

and 6(d) is imin = 4.58°. As the inclination of the established lunar orbit
increases from 7 to &, the unlimited stay region reduces to a line coincident
with the lunar equator. It can be seen from equation (13) that in order to have
an unlimited stay-time region, the magnitude of the offset % must be greater
than or equal to the latitude of the entry point 1; therefore, if the offset
capability is 2.50 and the latitude of the entry point is %.58° (fig. 6(c)),

it is clear that equation (13) is not valid and there is no equatorial region
of unlimited stay time.

Comparison of Procedures

As discussed previously, the maneuver that employs small plane-change
capebilities ® of equal magnitude during both the landing and take-off phases
allows the most flexibility in the selection of landing sites on the lunar sur-
face. It is also of interest to determine the maneuver that allows a longer
stay time on the lunar surface for a given total offset capability ©&t. Con-

sideration is given to two basic maneuvers which utilize a total offset of
ot = 25. These maneuvers are (1) equal offset capabilities of ® during both
the landing and take-off phases, and (2) an inplane landing meneuver with the
total offset &t employed during take-off. A comparison of figures 6(b) and
4(c) shows that, in general, for a given latitude the exploration period is
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longer if the total offset capability is used during take-off (fig. L4(c))
rather than dividing the total offset capability equally between the landinge¢
and take-off maneuver (fig. 6(b)). The increased stay-time capability can be
seen by considering a specific landing-site latitude and comparing the stay
times for each maneuver.

Other Considerations

The effect of variations in the energy of the transfer trajectory can be
seen in figure 2. As the transfer-trajectory energy decreases, the longitude
of the entry point lncreases, but there is very little change in the latitude
of the entry point. Therefore, a variation in the energy of the transfer tra-
jectory essentially causes a rotation of the possible landing sites about the
lunar poles. The largest variation in longitude (fig. 2) is approximately 9°
for a change in trajectory energy (V/Vp)o of 0.001.

If a delay or wait period in orbit is allowed, the effect on the landing
sites 1s a westward precession of the sites relative to the lunar orbit. This
precession takes place at a rate of 13.2°0 for each day delay in orbit and is
due to the rotation of the moon on its polar axis. There is no effect on the
length of the exploration period on the lunar surface due to this delay. There-
fore, a landing at any point on the lunar surface is possible by selecting the
proper in-orbit wait prior to initiating the landing maneuver.

Other variations in the possible landing sites on the lunar surface exist
as a result of the assumptions made in this paper that the lunar equator is
always in the earth-moon plane and the moon is in a circular orbit about the
earth. However, throughout a lunar month the ineclination of the lunar equator
to the earth-moon plane varies from 0° to #6.7° in latitude. Also the elliptic
orbit (eccentricity of 0.0549) of the moon about the earth causes a variation
in the mean longitude of the moon of approximately #8.0°. Due to these libra-
tions, a landing site on the lunar surface as presented herein may shift at
most #6.7° in latitude and #8.0° in longitude in a month.

If stay times on the order of 1 lunar day are desired, consideration
should be given to a regression of the node line due to the oblateness of the
moon. This regression causes an apparent westward motion of a point on the
lunar surface, relative to the lunar orbit, at a rate equal to the combined
lunar rotation and nodal regression rates. This effect reduces the allowable
stay time on the lunar surface.

CONCLUDING REMARKS

A study was made to determine the possible lunar landing sites and asso-
ciated stay times that are compatible with the lunar orbit rendezvous technique.
The results of a patched conic technique were utilized to provide a useful rela-
tion between the entry point on the sphere of influence and the geometrical
characteristics of the established lunar orbits.
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* The results of this study indicate that the landing sites and associated
stay times are strongly dependent on the inclination of the established lunar
orbit as well as the specific landing and take-off maneuvers employed. The
inplane landing maneuver is very restrictive in that the landing sites must be

in the orbit ground track. A constraint on the inclination i and latitude o

such as 1 = ¢ + B, where 8 1is the offset capability, provides the mission
with the capability of a return to orbit at any time during the exploration
period.

The maneuver utilizing offset on both landing and take-off proves to be
most versatile in that it allows a wide selection of sites at which a vehicle
can land, stay for an extended period of time, and be able to return to the
established orbit at any time during the exploration period. In addition, for
some limited locations in the equatorial regions it is possible to land, stay
for an unlimited period of time, and have a return-to-orbit capability at all
times during the exploration period.

If the inplane landing is coupled with an offset capability during the
take-off maneuver, more flexibility 1s possible in the selection of landing
sites and the corresponding stay times on the lunar surface. A maneuver that
uses an inplane landing and utilizes the total offset capability during take-
off, in general, allows longer stay times on the lunar surface than a maneuver
that employs equal offsets during both the landing and take-off phases of the
mission.

Maneuvers that have a plane-change capability during take-off provide
unlimited stay times on the lunar surface for both the inplane and offset
landing maneuvers. The inplane landing sites are still restricted to points
that intersect the orbit ground track; however, the offset landing maneuver
allows landings anywhere in these regions with unlimited stay time.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., January 26, 1965.
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APPENDIX

| EQUATIONS FOR DETERMINING THE POSSIBLE LUNAR LANDING SITES

AND THEIR ASSOCIATED STAY TIMES ON THE LUNAR SURFACE

The geometrical aspects of the lunar landing site problems are shown in
sketch (3) as projections on the lunar surface:

—— Yy
6 Parallel of latitude

Lunar orbit
ground track

Lunar equator
(Earth-moon

Sketch (3).- Geometry of the offset landing and take-off problem.

The angle 6 between points A and B (sketch (3)) is dependent on both the
landing and take-off offsets (or plane-change capabilities). Sketch (3) shows
that

6 = 180° - 87 - 62 (A1)
Since the moon rotates at a constant angular rate (& = 13.2° per day), the

maximum stay time, in days, on the lunar surface is obtained from equation (Al),
that is

._]
i
Sl
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APPENDIX

, By applying the basic formulas of spherical trigonometry (ref. 5) to
sketch (4), expressions for 67 and 6p are developed:

sin B = (A2)
sin(p - k)
and
sin i sin ©
sin B = —— L (a3)
sin k
also
?
P tan k
k sin 97 = t:fl n (AL)
oy l _— Eliminating B and k ylelds
Sketch (4)}.- Angular .1 sin @ cos 1 - sin 8y
relationships. 81 = sin cos ¢ sin 1 (A5)
Similarly,
ing cos i1 - sin B
RS £
b2 = sin cos @ sin 1 (46)
Substituting equations (A5) and (A6) into equation (Al) gives
sin ¢ cos 1 - sin B sin ¢ cos 1 - sin ®
8 = 180° - sin~1 : L_ sin-l £ (a7
cos @ sin i cos @ sin 1
The maximum stay time, in days, is
sin @ cos 1 - sin B, sin @ cos 1 - sin ®
T = 2-= L {180° - sin~? = - sin” f
& 13.2 cos @ sin 1 cos @ sin 1
(a8)

The longitude of the landing sites and take-off points are obtained by
considering the following sketch of the lunar surface (sketch (5)):
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Tunar
A & equator S
g T T

—~—

Qp A3 _‘\’r o Ny
To earth

sketeh (5).- Lunar surface.

Equation (1) defines the longitude of the orbit node position at the
sphere of influence. However, since the lunar orbit is not established at the
sphere of influence, it is necessary to account for the motion of the line of
nodes from the time the vehicle passes through the sphere of influence until
the lunar orbit is established at the deslred lunar altitude. The time Tg

required for a vehicle to go from the sphere of influence to the orbit-
establishment altitude is dependent on both the energy and inclination of the
transfer trajectory. Since the angular rate of the moon is assumed to be con-
stant (13.2° per day), the nodal position will move at this rate; therefore,
equation (1) becomes

fp = (8 + 13.275) + sio™ 22 (n<1)  (a9)

which defines the longitude of the orbit-node position at the orbit-
establishment altitude. This study utilized values of Tg of 0.519 day for

1o = 0° and Tg of 0.506 day for i = 30°. The values of Tg used in this

paper were obtained from unpublished data; however, the Tg for ig = 0° com-
pares very favorably with those values presented in reference 6.

The longitude of the westermmost landing-site point A is
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APPENDIX
The longitude of point B is
Ay = Qp - 180° + 6, (A11)

Sketch (5) shows that the maximum angular distance 6 between the landing and
take-off points on the lunar surface (eq. (Al)) is also

e=:L80°-el-92=)\3-)\1+ (A12)

Equations (Al) to (Al2) are for the general case of arbitrary plane-change
capabilities ©; and &y during the landing and take-off maneuvers. Specific

cases can be obtained by selecting values of By and dp that correspond to

the type of landing and take-off maneuvers desired, the lunar-orbit inclina-
tion 1, and the latitude of the desired lunar landing site .
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Figure 4.~ Landing sites and stay times on lunar surface for an inplane landing and offset

take-off maneuver.
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Figure 4.~ Continued.

ig = 0% By = 0°; &, = 5.0°.

7777 T T T\ N
/L[] W
////////// RN .
yarssaanEn AR NNEARRRRNEAN -
777 ]] RN BRNRRN
| I ] NMIRATNRRNINK
| /////// / PAVAVRRNE
i HVUANANNS
| Entr‘y'pomt ’ | ) q%\ \\\ ~
W o] | | soc 411 0° 30° —Le0 Tl
\ T %3:§~ Longitu\de _ HER _’ﬂf:’déz:,
\ \ ~ N PR L] ]
NIRRREE el B N LT AT
WALV LT ANV EY/BZENZ4)/|
WA R EE ) %
T 1
AN Y / .
\\\\\\\\ \\\\\\\ 1T/ %
\\\\“\\““‘ ./l"/;l/llll//// 74 l
NSNS NV T L7 L 7 50°
N\

27




TINNR
PR 60°
A WA Latitude
77777 7 7 1 T T 10 W\ NN NN
///// /[ ] ] \\ TE RSO

////////l/ I LN AR) A\ AR

28

/7] ] VAL TRV A WA o
2777777 7T T T A PR N DN A NN,
/g NEEne il -

/%//////// /// [] ] /</ >>/ Z\“’ - ‘

Entry :;oiﬁt- I \7% g\f‘m — - :_ =1

| — | T} Longitude £
1A TS e o s o e ]

W EaE R

\\\\\\\\\\\\\\ s Ve e 1 LA LA 1]
ML [ 7 IA LT 8L [

M \ \ 1\ IRV URNIN A
NS SS NN VNI TV T8l [ ] L)/

N \ \\ \\ [ [[]s] [ // /7,

\

[
) MNAR RN W W II L] 17/

NN [ L]/ 7
NN 7 2

N Z.
\\\\\\\\\“‘

S e A
SIS\

i
(o]
de)
[+]

(c) 1y = 0% By = 0% Bp = 10°

Figure 4.~ Continued.
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Figure 5.~ Equatorial regions of unlimited stay time for an inplane landing maneuver with
plane-change capsbility on take-off. 5j = 09; &p = 5°.
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